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Chapter 41  PVDOMICS  Clinical Center Sleep Study Monitoring MOP 

41.1 Purpose and Background: 
The relationships of sleep disordered breathing and pulmonary hypertension have been described albeit data 
which have amassed thus far have been limited from the standpoints of small numbers of participants, limited 
study design and lack of inclusion and consideration of objective pulmonary hemodynamic parameters. The 
PVDOMICS study provides an ideal platform to more accurately and comprehensively characterize the 
relationships of sleep disordered breathing and pulmonary hypertension in a prospective manner. The 
collection of rich phenotypic data in the setting of pulmonary hypertension as proposed provides a unique 
opportunity to examine the sleep-pulmonary hypertension inter- relationships on a more granular level.  

Abbreviations and acronyms are located at the end of this chapter. 

41.2 Logistics for Sleep Reading Core 
The Sleep Reading Core under the direction of Dr. Reena Mehra (email: mehrar@ccf.org), is part of the Data 
Coordinating Center at the Cleveland Clinic, Cleveland, Ohio.  Additional contact information can be found 
in the PVDOMICS Address Directory.  All sleep study files will be transmitted to the DCC Sleep Core for 
scoring of the data and assessment of quality grade.  

41.3 Overview 
This manual provides standard operating procedures for the management of Overnight Sleep Study 
Monitoring for the PVDOMICS Study.  This manual will address the acquisition, processing, scoring, 
archiving, and transfer of data; as well as the certification of Clinical Centers. If the participant has had a 
sleep study within the last year of study enrollment, then it is at the discretion of the Clinical Center as to 
whether a research sleep study should be performed.  

41.3.1 Sleep Study for PVDOMICS Study 
Overnight sleep monitoring will be performed routinely in all enrollees to acquire standardized baseline 

information on sleep disordered breathing and to quantify overnight oxygen saturation patterns. 
Participants already receiving oxygen supplementation and/or positive airway pressure therapy on a regular, 
nightly basis will be studied during use of these. A portable home monitoring system (Nox T3, Carefusion) 
will be used, with recordings of nasal airflow, chest wall and abdominal motion as well as pulse oximetry, 
heart rate, and position. Each center will purchase the equipment necessary to perform these studies, and 
study personnel will be trained in the proper application of the devices. 
 
41.3.2 Historical Sleep Study 
If the participant has had a sleep study within the last year of study enrollment, then it is at the discretion of 
the Center PI as to whether a research sleep study should be performed.  The results of prior sleep studies as 
well as any additional testing or interventions obtained as a consequence of the portable monitoring will be 
recorded. The historical sleep study data must meet the PVDOMICS inclusion criteria.  Sleep studies will be 
scored using standardized methods for home sleep apnea testing and will conform to American Academy of 
Sleep Medicine guidelines. The summary report will be electronically transmitted to the DCC for integration 
into the database and for statistical analysis. If this information is available on a clinical basis within 1 year 
prior to study entry and with no change in nighttime oxygen or sleep disorder therapy, and in the opinion of 
the investigator, no change in participant condition that would impact results, then the clinically available data 
may be considered adequate for inclusion in the case report form – if available, a copy of that study be 
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acquired for central review, quality assessment and scoring. Changes in participant conditions that would 
impact the results include a recent stroke, heart attack, congestive heart failure, and any new diagnosed 
arrhythmia within 1 year prior to study entry. 

 

*See PVDOMICS Historical Sleep Data Form (Form 155) 

 

Was a prior sleep 
study performed

Yes

Was the study 
performed with in 1 
year to study entry?

Yes

NO

No

Set up Sleep  monitor 
with a Nasal Cannula 
and the standard 

setup.
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See PVDOMICS protocol section 4.2.8 for more information 

 
41.4 Sleep Study Monitoring  
All sleep monitoring devices and kits should be labeled with the site’s contact information.   

* All equipment must be tested and labeled before given to a participant for home use. 

 

Each unit should be labeled with the Center ID and a chronological number. Each unit and unit packaging 
container should be labeled with the Center address and a contact phone number.  

Is there clinical  
information 
available?

Yes

Does the summary 
data meet the 

requirments of the 
PVDomics inclusion?

Yes

NO

No

Set up Sleep  
monitor with a Nasal 
Cannula and the 
standard setup.

The clinically available data may be used at 

the discretion of the local site PI. 
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Each participant will be taught how to self-apply the sensors for the portable sleep testing to take place in 
their own homes.  Application of sensors will be demonstrated by PVDOMICS Study-trained certified staff. 
Staff must be able to follow procedures in this manual in order to produce technically acceptable overnight 
sleep recordings.  

 Participants will be asked to demonstrate their understanding of sensor placement and will be 
provided with simple pictorial and written instructions. 

 Participants will be asked to apply the sensors before bedtime and remove them upon awakening.  

 Participants will be asked to bring with them their Positive Airway Pressure device with them to the 
visit if it’s known that they are currently on treatment.  

 Participants are to return monitor and kit to the clinical center using local site funds (by mail, courier 
or direct drop-off)  
 
At the Clinical Center: 

 Units are cleaned prior to data processing. 

 Data are downloaded to local computers.  

 Downloaded study data are reviewed by the local center coordinator to ensure data integrity 

 Data file is transmitted electronically to the Sleep Study Core via secure file transfer protocol. 
 
At the Sleep Study Core: 

 Sleep Core staff will review data file to determine study quality.   

 Each sleep study is scored using approaches that comply with AASM guidelines for standard 
hypopnea and apnea definitions. 

 If Sleep Core staff determines that a study that does not meet minimal quality grades (3 hours of 
score-able data) the center will be informed and coached, as needed, to help future participants collect 
quality sleep data.   

 Note: a repeat sleep test for the PVDOMICS Study will NOT be completed for research purposes. 

Certification is essential to ensure that the equipment, software, and recording used in this study are 
standardized and consistent.   All PVDOMICS clinical centers will convert the data file to EDF and transfer 
the file into the SSH home directory for PVDOMICS on the DCC server.   

41.5 Center and Technician PVDOMICS Study Certification 
The Sleep Core requires at least one (1) Staff member at each collection Center to be certified to collect for 
the PVDOMICS study.  This certified research staff will be responsible for protocol adherence by any study 
personnel performing data collection at that Center.  Certification must be accomplished prior to the Center 
performing actual data collection.   

Sleep monitoring data collection certification is provided upon demonstration that the staff member has:  

 Basic understanding of sleep-specific study objectives and protocol for PVDOMICS. 

 Understanding of equipment and application of specific sensors to be used for the sleep monitoring 
data acquisition. 
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 Demonstrated compliance with the study protocol for sleep monitoring data collection and data 
transmittal to the Sleep Core including removal of identifier information and correct re-identification 
with participant ID and study date. 

 Submission of two acceptable overnight pilot studies (non-participant) recordings. Pilot studies on 
non-participant are conducted to assure that all staff are familiar with the equipment and protocol. 

These data file submissions must be correctly de-identified, re-identified with a standard convention, 
successfully converted to EDF format and placed on DCC server using SSH.  This serves both as part of the 
research staff certification process and as practical experience in using the equipment in the study 
environment.  Certification studies also allow for verification that all sensors and equipment are functioning 
properly before being used on a study participant, and that post-acquisition treatment and transfer of data is 
consistent with study protocol.  The certifying research staff does need not to actually perform every required 
task, but will be responsible for the acceptable completion of each task.  

To be considered acceptable, the recordings submitted for certification must:  

 Have adequate quality signal on each channel (i.e. all electrodes must work) and signals must be 
relatively free from artifact. 

 Reflect sleep monitoring protocol and procedure including placement of electrodes and sensors.  

 Have correct study identification as a certification recording using the following format when naming 
(or re-naming) the recording:   {Sleep] [CR][staffusername]_[complete date of study].   
An example of this format would be: 

 Sleep_CRsmiths_10292016  

 The electronic recording file must be accompanied with paperwork that matches this naming 
convention and additionally includes the technician identification and equipment ID.   

 Include Form 152-Download and File Transmission. 
 

41.6 Equipment and Supplies 
After written informed consent is obtained, participants will be instructed in the use of the Nox T3 portable 
monitor.  This battery-operated device can store data at 200 Hz, with 1 GB of storage capacity allowing 
storage of data from up to 1-24 hours of recording.  The local center should contact their Research 
Administrator for information on insurance coverage for the Nox T3 device to cover any loss, stolen, or 
damaged devices.  Any device insurance policy must be covered using local Center funds. The sleep monitor 
service agreement will need to be in good standing, if expired the agreement will need to be renewed using 
local Center funding.   

 The following supplies need to be purchased using local Center funds: 

Nox-T3 portable sleep monitor- The sleep monitoring device and accessories should be stored in a 
clean, dry space. The device is not waterproof. Each device will be tested for a minimum of 4 hours 
during normal work hours to assure all signals are working accurately before sleep data collection 
begins. 
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 Nox Cannulas/ Filter Tube connectors- for measurement of flow for apnea detections.   

If a filter is not directly attached to the cannula then the connecter will need to be purchased. 
The cannula will be disposed of after each single participant use.  A new cannula will be sent home 
with each participant. 

Part Number:  69594 40 Nox Cannula with Filter – Adult 
 

 ECG leads and electrodes- Single use electrodes will be snapped on three wire leads to allow the 
recording of ECG activity on two channels. One electrode shall be placed approximately 3 – 5 cm. (2 
finger breadths) below the midpoint of the right clavicle and one below the midpoint of the left 
clavicle. One electrode shall be placed approximately on the lower left abdomen within the rib cage 
frame (intercostalspace) 3 – 5 cm.   The ECG data are collected at a sampling rate of 200Hz. (.ie 
Kendall™ Foam electrodes).  The snap leads may be purchased at any medical supply chain (ie. 
MVAP). 
 

  
 

 NOX RIP belts = Respiratory Efforts are monitored utilizing respiratory inductance 
plethysmography (RIP), secured around the thorax and abdomen. The sensors are snapped into the 
designated areas on the portable sleep monitor.  Measure the circumference around the participant 
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chest (belt circumference will be centered under the armpit) and abdomen (belt circumference will be 
centered over the belly button)  to determine what size belt is needed. 

Part Number: 69590  Nox RIP Belts, Disposable - Small (belt size 50-85 cm (20-34 in) 
Part Number: 69591  Nox RIP Belts, Disposable - Medium (belt size 75-125 cm (30-49 in) 
Part Number: 69592  Nox RIP Belts, Disposable - Large (belt size 100-170 cm (39-67 in) 
Part Number: 27641-001 14 Nox RIP Belts, Disposable - Extra Large (belt size 125- 210 cm (49-82 in) 

 
 Nonin and Wrist Ox= Pulse oximetry is measured through a DC channel and is designated SaO2 on 

the montage via a reusable fingertip probe.   The sensor is placed on the index finger (preferably on 
the non-dominant hand). The sensor is plugged into the designated area on the wrist device.   

Part Number: 69466 1 WristOx2TM, Model 3150 
 

 Mask pressure tubing and a CPAP adapter = For participants using Positive Airway Pressure 
(PAP) Flow in the study, flow should be measured from the output signal from the PAP device, 
which interfaces with a port on the PAP mask and tubing that connects to the Nox T3 device. 

Part Number:  22990-001 50 CPAP Mask Tubing and TRP-740 adapter 
 

 Batteries= AA ( Nox sleep monitor) and AAA ( Nonin pulse oximeter ) batteries (alkaline and 
Lithium)  
 

 Scanpor = Paper tape that will be used to help secure leads. 

 
 Sandwich bags = Bags will be used to separate wires for easy home application. 

 

41.7 Participant Contradictions and Safety 
Sleep monitoring is a non-invasive procedure with little to no risks.  If there is any question as to the 
competency of the participant to receive and take home a NOX-T3 portable sleep monitor, the Center PI 
should be contacted. 

Personnel instructing/performing the sleep monitor setup for the PVDOMICS study should be trained in the 
appropriate placement of the electrode and leads, competent at using the necessary equipment, and familiar 
with this MOP.   

 

Sleep Monitor Initialization starts on next page 
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41.8 Sleep Monitor Initialization 
The Noxturnal® software interacts with the NOX-T3 device.   Software version 4.4.214926 will need to be 
installed before proceeding.  Review the system requirements and contact your administrator if installation 
privileges are needed. 

41.8.1 Preparing a Study Using the Noxturnal® Software:  To run the Noxturnal® application, double-
click on the desktop icon or click on the application icon in the Windows start menu. To close the 
application either click on the X in the top right corner, or on the File menu choose Exit. 

 

41.8.2 Preparing a Recording: The Start Page sheet in which the user interfaces with the T3 devices and 
the recorded data. This sheet also guides the user through the most common tasks to perform in the 
application. 

41.8.3 Prepare a new Recording: To start a new recording, select this option. A configuration wizard will 
guide the user through the configuration process.  

 

 

41.8.4 Connecting the T3 device: Start by connecting a T3 device to a USB cable to the computer. 
The USB connector is placed under the battery lid.  To open the battery lid, press with a pen or 
similar tool on the battery lid pin and slide the battery lid downward.  

Refer to Preparing the NOX-T3 for new recordings: 

http://www.carefusion.com/our-company/video-gallery?video=4770674290001 

 

Prepare a new 

Recording 
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41.8.5 Noxturnal® automatically detects the device and shows information about the device in the top 
right corner of the Start Page. Detection can take 2-4 seconds.  

 

 

If the device is not detected, click the Scan for Devices link located on the start page of the 
Noxturnal® Software. 
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41.8.6 Click Prepare a New Recording to configure the device for a new recording. A wizard opens 
up which will guide you through configuring the T3 device. 

  

41.8.7 Select the recording Template, as Standard T3, and enter the PIN located at the back of the 
Wrist Ox and then select edit to modify the channels.  

 

Standard 

T3

Edit 

Nonin PIN located 

on the back of the 

Wrist OX
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41.8.8 Select Recording type as Respiratory from the drop down. Then select Next. 

 
 
41.8.9 Configure Device with Nasal Flow: Select Nasal Flow, Channel 1 ECG and Channel 2 ECG 
and uncheck Audio Recording, and Standard for Device display. 

 

Select 

Respiratory
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41.8.10 Add external Device:  Select from the drop down the type of Nonin oximeter device that will 
be used. Once the oximeter has been paired to the device, the device and oximeter will only 
interact with each other. 
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See next page for ‘New Recording for a Participant with PAP Use 

 
  

Select Nonin 

3150 Oximeter 
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41.9 New Configuration for a Participant with PAP Use: In step 1, Select T3 with ECG and 
CPAP and edit the signals. In step 2 of the Set up Wizard, select  “Mask Pressure instead of “Nasal 
Pressure”, Channel 1 ECG and Channel 2 ECG, and the Standard Device display.   

 
 

 

 

 

 

See next page for ‘New Recording for a Participant with Supplemental Oxygen Use 
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41.9.1 Preparing a Record for a participant with Supplemental Oxygen use: In step 1 of the Set 
up Wizard, select T3 with ECG without CPAP and edit the signals, in step 2 un-check nasal 
flow and mask pressure, and place a   by Channel 1 ECG and Channel 2 ECG, and the Standard 
device display.  
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41.9.2 Click the Next button to continue to the battery type selection page. On this page select which 
battery type is used with the Nox-T3 device. A new fully charged battery must be used with each new 
T3 recording.  

 

 

 

 

 

41.9.3 Click the finish button. The screen will return to the first step of the configuration setup. On 
the configuration page, channels selected will be displayed on the lower left corner.    
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41.9.4 After selecting the appropriate template, select next to schedule the recording time. Start 
recording option to schedule a specific recording time. The device will turn itself on and 
automatically start recording at the specified time.  

41.9.5 Start the device 30 minutes before the participant’s anticipated scheduled time to bed and 
select the box (fourth option) for 24 Hours duration. If another number appears in the option. 
Highlight and delete the pre-filled number and enter 24. 

Channels 

selected

Nonin 

Oximter PIN 

Study Type: 

Nasal flow, 

CPAP, or 

without CPAP
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41.9.6 Click the Next button to continue to the participant information page and enter the participants’ 
information including Study ID.  Full Name will be the Center ID, ID will be the participant study ID and 
Date of Birth will be the date the device is initialized/set up, and the comments section will contain the 
study personnel name who set up the device.  
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41.9.7 After entering the information, click the Finish button to send the configuration to the T3 
device. Finally a confirmation page appears confirming the T3 device has been configured. Once you 
have completed the setup check the box at the lower left corner to disconnect the device.   The hook 
up instructions will not be printed from the software, use the instructions located in the manual.  This 
action will allow safe removal of the device from the computer.   
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41.10 Insert Battery into the Device:  
Before you pack up the device for the participant: 

 *** It is very important place a new battery into the device prior to each deployment. **** 

 

 

41.10.1 Open the battery compartment by pressing down the battery lid pin with a pen or 
similar tool and slide the lid towards the bottom of the device.  

41.10. 2 Place one AA battery in the compartment aligning the battery poles as illustrated on 
the back of the device (the positive (+) pole is towards the battery lid).  

41.10. 3 Close the battery compartment by pressing the lid back towards the device without 
causing any strain, then slide  

 



 
PVDOMICS Manual of Operations – Chapter 41  Page 41.21 
Revision of 02/03/2017 
 

41.11 Nonin Pulse Oximeter:  Insert two AAA batteries in the back of the device.  The oximeter 
will only turn on once it has sensed a finger has been inserted into the sensor. 
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41.12 Participant Assessment and Participant Preparation  

 

41.12.1  Identify participant using two separate identifiers. Explain to the participant the rationale behind 
conducting the sleep study. (For example:  ‘The PVDOMICS study provides a platform to better 
understand the relationship of sleep apnea and pulmonary hypertension.’) 

41.12.2 Briefly explain the procedure and answer the participant’s questions before the setup. 

41.12.2.1 Explain that the sleep monitor requires access to the chest and chest wall, abdomen, 
head, and wrist and finger of the non-dominant hand.  

41.12.2.2 Explain that wearing the device may be a little uncomfortable for some. 

41.12.2.3 Explain that skin redness from the removal of the adhesive and temporary 
depigmentation under the area of ECG attachment may occur but it’s rare. 
 

41.12.3 Explain importance of completing and returning Form 151-Participant Sleep Study 
Questionnaire with the participant.  

41.12.4 Instruct the participant on how to wear the device and allow the participant time to demonstrate 
applying the sensors before they leave the visit. The following video will aid in the demonstration, 
click on the link: https://www.youtube.com/watch?v=CteI_GhyP9g 

A Carefusion 24-hour hotline is available for any technical support: 1-800-231-2466, dial 1 at the 
prompt, and then 3 for sleep support. 

41.12.5 Place all items in the bag, and individually separate the wires in a zip lock bag while still attached 
to the device for easy application at home. 

 

41.12.6 Place instructions, contact information, and the Sleep Questionnaire in the bag and instruct the 
participant to return everything with the equipment. 

41.12.7 Units are returned to the clinic site using local center funds (by mail, courier or direct drop-off). 
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   41.13 Setting Up Monitor to Send Home with Participant: 

 

 

 

 

 

 

 

 

 

 

Is the participant on any 
nocturnal treatment?

Yes

Nocturinal  
Supplemental Oxygen

Set up Sleep Monitor  
without the Nasal 

cannula and/or hose 
send  the device home 
with the standard setup

Positive Airway Pressure

Set up Sleep monitor 
with mask  and hose 
tubing  and standard 

setup

No

Set up Sleep  monitor 
with a Nasal Cannula and 

the standard setup.
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41.13.1 Standard set up for participant without nocturnal supplemental oxygen or positive 
airway pressure (PAP) treatment: Plug the snap wire leads into the ports labeled 1+, 2+, and 
PGND.  Snap the ECG Pads at the end of the snap wire leads.  Attach the Nasal Cannula 
into the PRES port. Snap one end of the chest belt into back of the device and snap one end 
of the abdominal belt into the external wire. 

 

41.13.2 Standard setup for participant using supplemental nocturnal oxygen: Plug the snap 
wire leads into the ports labeled 1+, 2+, and PGND.  Snap the ECG Pads at the end of the 
snap wire leads. Snap one end of the chest belt into back of the device and snap one end of 
the abdominal belt into the external wire 
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41.13.3 Standard setup for participant using nocturnal PAP: Plug the snap wire leads into the 
ports labeled 1+, 2+, and PGND.  Snap the ECG Pads at the end of the snap wire leads.  
Attach the CPAP tubing in to the PRES port. Snap one end of the chest belt into back of the 
device and snap one end of the abdominal belt into the external wire.
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41.14 Returned Equipment Care Prior to Data Download 

Clean the sleep monitoring device before downloading data. Use a soft cloth dampened with hospital grade 
cleaner that is not corrosive to the plastic or metal (for example: Cavicide).  Wipes can also be used (for 
example: CaviWipes or Sani Cloth). 

The sleep monitoring device and accessories should be stored in a clean, dry space. The device is not 
waterproof. Each device will be tested for a minimum of 2 hours during normal work hours to assure all 
signals are working accurately before sleep data collection begins. All reusable components should be cleaned 
between participant uses.   Do not pour or spray any liquids directly on the device.  

 

 

41.14.1 Lay a protective pad on a flat surface. (For example: a CHUX pad).  Place gloves on 
and open the package containing the monitor and accompanying paperwork.   
Remove the paperwork and set aside. Remove the batteries from the unit. 

41.14.2 Remove the plastic bag containing the nasal cannula and discard the tubing. Inspect 
the monitor for signs of damage in case the corresponding sleep study has poor 
quality signals.  

41.14.3 Unsnap and discard the abdominal and thoracic belts.   
41.14.4 Disinfect the monitor, ECG wires, and the oximeter with a disinfecting wipe.  During 

this cleaning, turn the disinfecting towelette frequently.   Do not allow any liquids to 
enter any openings on the device.  After the unit has been disinfected, allow it to air 
dry.  

41.14.5  Wipe down and disinfect the accompanying case that the unit arrived in.  
41.14.6 The wristband of the oximeter is reusable and is not designed for single-participant 

use.  It needs to be cleaned after every use, by hand washing it with a mild detergent.   
The band is removed, disinfected and air dried.  Once it has air dried, replace the 
band back into the device. 
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41.14.7 Remove gloves, placing them with the dirty items on the protector, gather or roll it up 
to enclose all the dirty disposable items.  Discard into the appropriate trash 
receptacle.  Wash your hands before conducting the download of the data. 

41.14.8 Discard and/or replace any broken wires. 
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41.15 Sleep Monitor Data Download 

Downloading the recording:  
After device and equipment are cleaned, download the recorded data from a T3 device to the 
computer connect the device to the USB port on the computer. Noxturnal® software automatically 
detects the device and displays information on the Start Page. Detection can take 2-4 seconds. If the 
T3 device is not detected, click the Scan for Devices link. 

41.15.1 Click the Download and View Recoding button on the start page.

 

41.15.2  A download progress dialog will appear that breaks down the progress while 
downloading. 

 

41.15.3 After download is completed, the recordings are automatically added to the recording 
library. 

 
41.16 Converting a file to EDF format:  
To convert the data file to EDF, the data file must be opened. If the data file is not opened, locate the 
data file by moving the mouse to the top left corner and select Open Recording. Move the mouse to 
the top left corner and select File. From the drop down menu select, Export Recording 



 
PVDOMICS Manual of Operations – Chapter 41  Page 41.29 
Revision of 02/03/2017 
 

 
 
 

41.16.1 A wizard will appear, select EDF File Export, and click on browse to select the 
location of where you would like to place the EDF file.  Enter the participant’s ID with the 
date of recording night and then save. The data file name will be in the format: 
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41.16.2 Click on next. Place a  mark in the select/deselect All option.  All signals should 

have a  mark next to them. 
 

 
 

41.16.3 If the participant information is correct, select “Use existing subject information”.  
If not, select “Create new subject” and send an email to inform Rawan Nawabit 
nawabir@ccf.org of the discrepancy with the participant file. Then select Next. 
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41.16.4 Selecting a period to export: Export whole recording will be selected. Then select 
Finish   

 

 
 

41.16.5 A progress bar of the recording will appear.  
Once this has been completed, the study will be in the destination selected in step 6.21.1 
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41.17 Right click on the folder to create a zip file and use the same naming scheme as above and log in to 
SSH with previously assigned account name and password. Drag and drop file into SSH home directory for 
PVDOMICS on DCC server. 

41.17.1 Sleep Monitor Data Transmission 

Clinical Centers will transmit the home sleep monitor data to SSH home directory.   

All electronic data transmitted to the DCC must be stripped of all participant identifying 
information and saved with the unique Study ID. 

Log into SSH home directory and drop files into the PVDOMICS DCC server. 

If difficulties connecting or uploading are experienced, contact pvd-systems@bio.ri.ccf.org. 

41.18 Retention of Data 

The Clinical Center must retain original versions of the sleep recording data files that have been created by 
the download of the overnight study. It is preferred that the Center also retain copies of the EDF output files.  
However, if the EDF file is sent electronically, this is not required. One CD-ROM disk containing a copy of 
the original sleep recording and a copy of the converted EDF files always must be retained at the Center in a 
secure location. These files are source documents and shall serve as “back up” files only. 
 
41.19 Abbreviations and Acronyms 
 AASM  American Academy of Sleep Medicine 

AHI  Apnea Hypopnea index 
ASV  Adaptive- Servo Ventilation 
BIPAP   Bilevel Positive Airway Pressure 
CPAP   Continuous Positive Airway Pressure 
EDF   European Data Format 
HR   Heart rate 
PAP   Positive Airway Pressure 
PI   Principal Investigator 
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PM   Portable Monitor 
TST   Total Sleep Time 


